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WIG-WAG STROBE INSTALLATION AND LIABILITY RELEASE 
 
 
 
 

Thank you for purchasing the Wig-Wag Strobe and Landing Light system.  Connect as described in the 
pinout below.  USE ONLY A 12VOLT BATTERY (chargers & power supplies are known to cause strobes 
to incorrectly light).  If using a battery over 15V contact CRAZEDpilot.com for installation instructions.  
Make CERTAIN to NOT touch the 12v to ground nor reverse the polarity to the unit or the controller 
will INSTANTLY fail.  CRAZEDpilot does not warranty against incorrect wiring errors.  You may apply 
12volts to multiple inputs at the same time - the ‘landing light mode’ will override the strobe and wig-
wag mode.  Install using  7.5 AMP fuse on all 12v inputs (if using a multi-position switch to select your 
blink pattern, simply use the switch input only).  Pins 6 & 8 MUST be wired direct to the LED’s, no local 
grounding of the LED’s is permitted or LED will not function! Do not install these strobes where gasoline 
or gas fumes may contact the strobe lenses (replaceable clear adhesive tape may be useful to help you 
protect the lens and aid in cleaning bug residue, etc).  Use a damp cloth (water and soap only) to clean 
the strobe lens, as they are water resistant, not waterproof.  NOTE: DO NOT OPEN LENSES.  Since all 
applications vary we do not make official recommendations.  Strobes are susceptible to vibration 
cracking, and the unit is not warranted against breakage – mount accordingly.  Fly safe! 

 
 
Pinout:  PIN 1 – GROUND - IN     PIN 5 – 12V + to LEFT LED 
  PIN 2 – 12V+ IN for LANDING LIGHT  PIN 6 – GROUND - to LEFT LED 
  PIN 3 – 12V+ IN for STROBE LIGHT   PIN 7 – 12V + to RIGHT LED 
  PIN 4 – 12V+ IN for WIG-WAG   PIN 8 – GROUND - to RIGHT LED 

 
 
 
 
LIABILITY RELEASE/DISCLAIMER: 
These strobe lights are intended to be a low-cost alternative to bring attention to your Experimental aircraft or 
Ultralight during daytime operations only.  Do not rely on these strobes as your sole source of light after civil 
twilight as they do not meet the entire requirements of FAR 91.205 for night time operations.  By installing these 
strobes you are agreeing to release all liability against CRAZEDpilot, it’s staff and representatives, for the use or 
mounting of these strobes and it’s effect on your flight or it’s effects on the flight characteristics of your aircraft 
after installation.  Not for use on certificated aircraft.  As the pilot in command you are accepting all 
responsibility for the safety of your aircraft, those onboard, and persons or property on the ground.  
CRAZEDpilot makes no representations of warranties, either expressed or implied, by or concerning any content 
of these written materials and in no event shall be liable for any implied warranty for any consequential, 
incidental or indirect damages (including but not limited to damages for loss of business profits or business 
interruption) arising from the use or inability to use these written materials or equipment.
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